
HP Everyday Pigment Ink Satin Photo Paper

HP Everyday Pigment Ink Satin Photo Paper is a versatile, economic Photo Paper
optimised for HP Z-series and HP Designjet pigment ink printers. This 235 g/m²
media delivers quality images for photo applications at a competitive price point.

Ideal for large and mid-volume PSPs, creatives, graphic designers and digital fine art reproduction houses
interested in productivity, high quality output, price-to-performance ratio and versatility.

Microporous surface allows for maximum ink absorption and higher ink density, resulting in vibrant colours,
superior fade resistance and fast dry time.

Get the best image quality with pigment inks at a competitive price point – from single prints to high-volume poster
applications.

Expand your range of photo applications with this versatile, everyday photo paper available in various widths and
in gloss and satin finishes. This easy to handle media with fast dry time allows for immediate lamination.



HP Everyday Pigment Ink Satin Photo Paper

Compatibility
For compatibility information, please refer to the latest Large Format Supplies Compatibility chart on www.hp.com/go/designjet/supplies

For the latest ICC/media profiles, please visit www.hp.com/go/designjet/supplies (click on ICC profiles and select your printer). For non-post script
printers see your external RIP vendor.

Product specifications
Weight 235 g/m² per ISO 536 Test Method
Thickness 9.1 mil/235 microns per ISO 534 Test Method
Opacity 96% per TAPPI T-425 Test Method
Brightness 90% per TAPPI T-452 Test Method
Whiteness 90 per ISO 11476 Test Method
Lamination Yes, hot and cold
Finish Satin
Operating temperature 15 to 30° C
Operating humidity 30 to 80% RH
Lightfastness (Indoor Commercial Window) UV
Ink

1 year printed on HP Designjet Z6100 series using HP 91 Vivera Pigment Ink Supplies, 1 year printed on HP Designjet Z3100/Z2100 series using HP 70 Vivera Pigment Ink
Supplies, 1 year printed on HP Designjet 5000/5500 series using HP 83 UV Ink Supplies. For details: http://www.hp.com/go/supplies/printpermanence.

Lightfastness (Indoor Home or Office) UV Ink > 200 years printed on HP Designjet Z6100 using HP 91 Vivera Pigment Ink Supplies, > 150 years printed on HP Designjet Z3100 using HP 70 Vivera Pigment Ink
Supplies, > 200 years printed on HP Designjet Z2100 using HP 70 Vivera Pigment Ink Supplies, > 100 years printed on HP Designjet 5000/5500 using HP 83 UV Ink
Supplies. For details: http://www.hp.com/go/supplies/printpermanence.

Waterfastness Moderately water-resistant
Dry time 5 minutes (@ 23°C, 50% RH)
Shelf time 2 years, unopened in original packaging
Storage temperature 18 to 30° C
Storage humidity 35 to 55% RH
Country of origin Product of Germany
Ordering information Product Numbers Roll sizes UPC codes

CG842A 1524 mm x 61 m 884420388623
Q8920A 610 mm x 30.5 m 883585436040
Q8921A 914 mm x 30.5 m 883585436057
Q8922A 1067 mm x 30.5 m 883585436064
Q8923A 1524 mm x 30.5 m 883585436071

Warranty HP large format printing material is guaranteed against manufacturing flaws and defects and is designed to resist printer jams when used properly. If for any reason the users
are unsatisfied with HP large format printing material they should contact their HP reseller.
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For more information about HP Large Format Printing Material,
visithttp://www.hp.com/go/designjet/supplies
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