
Graphic artists, photo labs, print service providers and sign
makers can use this product for tradeshows and event
displays, posters, presentations, POS and retail displays,
photo enlargements, art reproduction and geographic
information systems (GIS).

An economical semi-gloss photo paper that is an ideal,
fingerprint-resistant choice for presentation graphics,
indoor displays and colour presentations.

• This product reduces glare from indoor lights.

• It allows for a variety of laminating and mounting
techniques.

• It is an economical choice for presentation graphics,
display and colour presentations.

HP Semi-Gloss Photo Paper - Universal
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www.hp.com/go/designjet/supplies.
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HP Semi-Gloss Photo Paper - Universal

Compatibility

HP Designjet printers HP Ink Supplies
HP Designjet 5500 series HP No. 81 Dye Ink Supplies also compatible with DJ 5500 HP No. 83 UV Ink Supplies
HP Designjet 5000 series HP No. 83 UV Ink Supplies also compatible with DJ 5000 HP No. 81 Dye Ink Supplies
HP Designjet 3000 series HP CP Ink Systems Dye/UV
HP Designjet 2000 series HP CP Ink Systems Dye/UV
HP Designjet 1000 series HP No. 80 Ink Supplies
HP Designjet 800 series HP No. 10, 11 & 82 Ink Supplies
HP Designjet 700 series HP No. 45 Ink Supplies
HP Designjet 400 series HP No. 40 & 44 Ink Supplies
HP Designjet 500 series HP No. 10, 11 & 82 Ink Supplies

Non-HP large format printers
EnCad NovaJet 500 + 700, Pro E
Epson Stylus PRO 7000 (24’’ rolls) + 9000

For the latest ICC/Media profiles, please visit www.hp.com/go/designjet/supplies/support (click on ICC profiles and select your printer).
For non-post script printers see your external RIP vendor.

Weight 190 g/m2

Thickness 6 mils/168 microns

Opacity 95% per TAPPI T-452 test method

Brightness 89% per TAPPI T-452 test method

Whiteness 105

Lamination Hot and cold

Mounting Yes

Operating Temperature 15-30° C

Operating Humidity 30-70%

Lightfastness 3 months indoors (with delta E<10)

Waterfastness Delta OD <0.5

Ink Compatibility Dye and UV Ink Supplies

Dry Time Less than 10 minutes

Shelf Life 2 years (unopened)

Storage Temperature 5-40° C

Storage Humidity 10-80%

Country of Origin United States

Ordering Information Product Numbers Roll sizes UPC codes
Q1420A 610 mm x 30 m 7 25184 66032 0
Q1421A 914 mm x 30 m 7 25184 66033 7
Q1422A 1067 mm x 30 m 7 25184 66034 4
Q5466A 1270 mm x 30 m 8 29160 03185 9  NEW!
Q1423A 1372 mm x 30 m 7 25184 66035 1
Q1424A 1524 mm x 30 m 7 25184 66036 8

Warranty HP Large Format Printing Material is guaranteed against manufacturing flaws and defects and is designed to resist printer jams when used properly.
If for any reason the user is unsatisfied with HP Large Format Printing Material they should contact their HP reseller.


